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	CONTROL FROM PELCO SYSTEM


1． Applicable protocol and model 

1. Protocol

WV-CS854/A/B,WV-CS564,WV-CW864/A/B,WV-CS574,WV-CS954,WV-CW964, WV-CW974 accepts P-protocol.
2.  Models

The factory confirmed following system and products.

· System9760

· CM9760KBD (Direct Mode)

· CM6700+KBD300

· KBD300 (Direct Mode）

· KBD300V

· KBD200

2． Communication set up

 You need to match following parameters between system and camera side. 

· BAUD RATE

· DATA BIT

· PARITY CHECK

· STOP BIT

When the camera powers on, it will briefly display “SUB ADDRESS -- -- -- -- P”  to indicate that it is in Pelco protocol mode.

Following direction is for Camera side setting 
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3. In case of Band Rate 2400 bps and you want to change Data BIT, PARITY CHECK and STOP BIT. You have to set on screen menu. In order to set on screen menu, you have to communicate at 19200,9600 or 4800 on start. Then you open the menu (see P7) and set following instruction.
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[image: image2.png]BAUD RATE
Speciies the transmission speed (2 400, 4 800, 9 600, 19 200 bit per second) for the RS485 communica
tion. The factory setting is 19 200.

DATABIT
Specifies the number of data bits (7 or 8 bits) for the RS485 communication. The factory setting is 8.

PARITY CHECK
Specifies the parity check mode (NONE, ODD, EVEN). The factory setting is NONE.

STOP BIT
Specifies the number of stop bits (1 or 2 bits). The factory setting is 1
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3.  Set up for DIP SW 1

This set up allows you to select Pelco protocol and set up of camera unit address. 

    ON=1, OFF=0

	CAMERA　ADDRESS
	               　DIP SW　　　　　　　　

	
	1
	2
	3
	4
	5
	6
	7
	8

	1　ch
	1
	0
	0
	0
	0
	1
	0
	0

	2　ch
	0
	1
	0
	0
	0
	1
	0
	0

	3　ch
	1
	1
	0
	0
	0
	1
	0
	0

	4　ch
	0
	0
	1
	0
	0
	1
	0
	0

	5　ch
	1
	0
	1
	0
	0
	1
	0
	0

	6　ch
	0
	1
	1
	0
	0
	1
	0
	0

	7　ch
	1
	1
	1
	0
	0
	1
	0
	0

	8　ch
	0
	0
	0
	1
	0
	1
	0
	0

	9　ch
	1
	0
	0
	1
	0
	1
	0
	0

	10　ch
	0
	1
	0
	1
	0
	1
	0
	0

	11　ch
	1
	1
	0
	1
	0
	1
	0
	0

	12　ch
	0
	0
	1
	1
	0
	1
	0
	0

	13　ch
	1
	0
	1
	1
	0
	1
	0
	0

	14　ch
	0
	1
	1
	1
	0
	1
	0
	0

	15　ch
	1
	1
	1
	1
	0
	1
	0
	0

	16　ch
	0
	0
	0
	0
	1
	1
	0
	0

	17　ch
	1
	0
	0
	0
	1
	1
	0
	0

	18　ch
	0
	1
	0
	0
	1
	1
	0
	0

	19　ch
	1
	1
	0
	0
	1
	1
	0
	0

	20　ch
	0
	0
	1
	0
	1
	1
	0
	0

	21　ch
	1
	0
	1
	0
	1
	1
	0
	0

	22　ch
	0
	1
	1
	0
	1
	1
	0
	0

	23　ch
	1
	1
	1
	0
	1
	1
	0
	0

	24　ch
	0
	0
	0
	1
	1
	1
	0
	0

	25　ch
	1
	0
	0
	1
	1
	1
	0
	0

	26　ch
	0
	1
	0
	1
	1
	1
	0
	0

	27　ch
	1
	1
	0
	1
	1
	1
	0
	0

	28　ch
	0
	0
	1
	1
	1
	1
	0
	0

	29　ch
	1
	0
	1
	1
	1
	1
	0
	0

	30　ch
	0
	1
	1
	1
	1
	1
	0
	0

	31　ch
	1
	1
	1
	1
	1
	1
	0
	0

	32　ch
	0
	0
	0
	0
	0
	1
	0
	0
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4.  Set up for DIP SW2

This set up allows you to set up termination and select two (2) or four (4) wires mode.

DIP SW selection table for termination, and 2 or 4 wires 

	CONNECTION
	SW# in the DIP SW2

	
	#1
	#2
	#3
	#4

	4 wires
	ON or OFF
	OFF
	OFF
	OFF


SW#1 in the DIP SW2 can select termination ON or OFF.

SW#2, #3 and #4 in the DIP SW2 need to be OFF position.

5. Connection

CAMERA 



CONTROL SIDE
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6. Limitation

(1) COAX ALM OUT cannot be used whether ON or OFF.

(2) Alarm signal is not output onto RS485 lines whether MOTION DET ON or OFF. NOTE: Alarm signal is available in the external terminal when CNT-CLS1 is set to ALARM.

(3) LOCAL/REMOTE selection in the menu needs to be used at LOCAL position. If set to REMOTE position, AUTO operation stops within one (1) minute.

(4) SEQ, SORT and PLAY operation stop by IRIS control.

(5) Zoom and focus operations may not be able to control simultaneously due to the difference of command transmission from Pelco controller.

(6) Characters, not available in WV-CS854/A/B, WV-CS564, WV-CW864/A, are shown by European characters etc at label command set up. Examples are listed below.

	Characters at controller
	＜
	＞
	＠
	［
	＼
	］
	＾
	＿

	Shown at CS854A
	←
	→
	Å
	Ä
	Ü
	Ö
	Æ
	Ñ
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7.  To control CAMERA
7-1. Operation from CM9760KBD (System9760、CM9760 at Direct　Mode

(1) Camera selection

・Input camera number to be controlled and press CAM button while camera number is shown in the control display. Camera number is continuously shown in the display.

(2) PAN／TILT Operation

・Use Joystick.

(3) ZOOM Operation

・Twist joystick.

　　・Press IN and OUT button.

(4) FOCUS Operation

・Press NEAR and FAR button.

(5) IRIS Operation

・OPEN and NEAR button.

(6) Control in the menu.

・Menu ON
Press DEF button, then move to FEFINE SUB-MENU by PIN code input.

After that input 95, press PRESET button.

NOTE: Following operation gives you same result.

From DEFINE SUB-MENU, move to PRESET LABEL MENU by pressing PRST, then input 95 and press PRST. 

・Menu OFF
Move to DEFINE　SUB-MENU or PRESET　LABEL　MENU. Input 94, then press PRST bottom.

・Cursor: up and down, right and left
Move joystick.

・SET
Press OPEN button.

・ESC
Press CLOSE button.

・Double pressing operation
Move to DEFINE SUB-MENU or PRESET　LABEL　MENU. After input 92, press PRST button.

NOTE 1: Following operation needs this procedure.

· Move to SPECIAL2 MENU

· Volume value reset

· RSFLESH
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・Triple pressing operation
Move to DEFINE　SUB-MENU or PRESET　LABEL　MENU. After input 93, press PRST  bottom.

NOTE 2: This operation is required for CAMERA RESET.

(7) Position request

・Move to DEFAULT MENU or PRESET SUB-MENU. Input position number which you request within 1 through 64, then press PRST button.

(8) Direct position

・Move to DEFINE　SUB-MENU or PRESET　LABEL　MENU. Input position number, which you set up within 1 through 64, then press PRST button.

(9) Short cut

・180 degree turn
Move to DEFAULT　MENU or PRESET SUB-MENU. Input 68, press PRST button.

・RE-START
Move to DEFAULT　MENU or PRESET SUB-MENU. Input 69, press PRST button.

・ONE PUSH AF
Move to DEFAULT　MENU or PRESET SUB-MENU. Input 70, press PRST button.

・Camera ID ON
Move to DEFAULT　MENU or PRESET SUB-MENU. Input 71, press PRST button.

・Camera ID OFF
Move to DEFAULT　MENU or PRESET SUB-MENU. Input 72, press PRST button.

・BW ON
Move to DEFAULT　MENU or PRESET SUB-MENU. Input 73, press PRST button.

・BW OFF
Move to DEFAULT　MENU or PRESET SUB-MENU. Input 74, press PRST button.

・BW AUTO
Move to DEFAULT　MENU or PRESET SUB-MENU. Input 75, press PRST button.

・DIGITAL FLIP ON
Move to DEFAULT　MENU or PRESET SUB-MENU. Input 76, press PRST button.
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・DIGITAL FLIP OFF
Move to DEFAULT　MENU or PRESET SUB-MENU. Input 77, press PRST button.

・SUPER DⅡ ON
Move to DEFAULT　MENU or PRESET SUB-MENU. Input 78, press PRST button.

・SUPER DⅡ OFF 

Move to DEFAULT　MENU or PRESET SUB-MENU. Input 79, press PRST button.

・PROPO. P/T ON
Move to DEFAULT　MENU or PRESET SUB-MENU. Input 80, press PRST button.

・PROPO. P/T OFF
Move to DEFAULT　MENU or PRESET SUB-MENU. Input 81, press PRST button.

・EL-ZOOM ON
Move to DEFAULT　MENU or PRESET SUB-MENU. Input 68, press PRST button.

・EL-ZOOM OFF
Move to DEFAULT　MENU or PRESET SUB-MENU. Input 83, press PRST button.

・ENDLESS ON
Move to DEFAULT　MENU or PRESET SUB-MENU. Input 84, press PRST button.

・ENDLESS OFF
Move to DEFAULT　MENU or PRESET SUB-MENU. Input 85, press PRST button.

・LL INC
Move to DEFAULT　MENU or PRESET SUB-MENU. Input 86, press PRST button.

・LL DEC
Move to DEFAULT　MENU or PRESET SUB-MENU. Input 87, press PRST button.

・CLEANING ON
Move to DEFAULT　MENU or PRESET SUB-MENU. Input 88, press PRST button.
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・CLEANING OFF
Move to DEFAULT　MENU or PRESET SUB-MENU. Input 89, press PRST button.

(10) AUX１, AUX２

Press 
[image: image4.wmf]1

 button for AUX 1 control. Press 
[image: image5.wmf]2

 button for AUX 2 control.

(11) AREA TITLE ON/OFF

Press □□□ button. ZONE ON and ZONE OFF are set up alternately.

· Label
・PRESET ID LABEL

Press ABC button in the PRESET LABEL MENU to move to the PRESET LABEL SUB-MENU. After that input ID name to be set up, move back to the PRESET LABEL MENU, then direct position set up enables you to set up PRESET ID name.

・AREA TITLE (USER) ID LABEL

Press □□□  button in the DEFAULT MENU to move to the ZONE PRESET LABEL SUB-MENU. In addition, pressing ABC button enables you to move to the ZONE PRESET CHAR MENU. After that input TITLE to be set up, move back to the ZONE PRESET LABEL SUB-MENU. Position set up from 1 through 8 enables you to resister AREA TITLE (USER)

1-1. 　Control from KBD300

(1)   Camera selection

・Input camera number to be controlled and press CAM button while camera number is shown in the control display. Camera number is continuously shown in the display.

(2)   PAN／TILT Operation
・Use Joystick.

(3)   ZOOM Operation
・Twist joystick.

(4)   FOCUS Operation
・Press NEAR and FAR button.

(5)   IRIS Operation
・OPEN and NEAR button.

(6)   Operation in the MENU
・MENU ON
After 95 input, press PRESET about 2 seconds.
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・MENU OFF
After 94 input, press PRESET about 2 seconds

・Cursor: Up and down, right and left
Move joystick

・SET
Press OPEN button

・ESC
Press CLOSE button

・Double pressing operation
After 92 input, press PRESET button about 2 seconds.

NOTE 1: Following operations need this procedure.
· Move to SPECIAL2 MENU

· Volume value reset

· RSFLESH

・Triple pressing operation
After 93 input, press PRESET button about 2 seconds.

NOTE 2: This operation is required for CAMERA RESET.

(7)  Position request
・Input position number from 1 though 64, then press PRESET.

(8)  Direct position set up
・Input position number from 1 through 64, press PRESET button about 2 seconds.

(9)  Short cut
・Reverse direction of AUTO PANNING
Input 67, and then press PRESET.

・180 degree turn

Input 68, and then press PRESET.

・RE-START
Input 69, and then press PRESET.

・ONE PUSH AF
Input 70, and then press PRESET.

・CAMERA ID ON
Input 71, and then press PRESET.

・CAMERA ID OF 

Input 72, and then press PRESET.

・BW ON
Input 73, and then press PRESET.

・BW OFF
Input 74, and then press PRESET.
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・BW AUTO
Input 67, and then press PRESET.

・DIGITAL FLIP ON
Input 76, and then press PRESET.

・DIGITAL FLIP OFF
Input 77, and then press PRESET.

・SUPER-DⅡ ON
Input 78, and then press PRESET.

・SUPER-DⅡ OFF
Input 79, and then press PRESET.

・PROPO.P/T　ON
Input 80, and then press PRESET.

・PROPO. P/T OFF
Input 81, and then press PRESET.

・EL-ZOOM ON
Input 82, and then press PRESET.

・EL-ZOOM OFF
Input 83, and then press PRESET.

・ENDLESS ON
Input 84, and then press PRESET.

・ENDLESS OFF
Input 85, and then press PRESET.

・LL INC
Input 86, and then press PRESET.

・LL DEC
Input 87, and then press PRESET.

・CLEARNING ON
Input 88, and then press PRESET.

・CLEARNING OFF
Input 89, and then press PRESET.

・AUTO MODE OFF
Input 96, and then press PRESET.

・SEQ ON
Input 97, and then press PRESET.

・SORT ON
Input 98, and then press PRESET.

・AUTO PAN ON
Input 99, and then press PRESET.
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・PAN LIMIT ON
Input 90, and then press PRESET.

・PAN LIMIT OFF
Input 91, and then press PRESET.

・Set up for AUTO PAN starting point 
Input 92, then press PRESET about 2 seconds.

・Set up for AUTO PAN ending point
Input 93, then press PRESET about 2 seconds.
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