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CORRIGENDA

Installation Guide contain misdescription. Refer to the following table and confirm the descriptions that are corrected.
W Making connections - Connect a LAN cable (category 5 or better, straight, STP: For Europe)

Wrong

Right

® When connecting both the 12 V DC power supply and the
PoE device for power supply, 12 V DC will be used for power
supply™®.

*If a 12 V DC power supply and a PoE hub or router are used
at the same time, network connections may not be possible.
In this case, disable the PoE settings.

Refer to the operating instructions of the PoE hub or router in
use.

® When connecting both the 12 V DC power supply and the
PoE device for power supply, 12 V DC will be used for power
supply*.

*If a 12 V DC power supply and a PoE hub or router are used
at the same time, network connections may not be possible.
In this case, disable the PoE settings.

Refer to the operating instructions of the PoE hub or router in
use.

* In the situation where a 12 V DC power supply and a PoE hub

or router are used at the same time and the 12 V DC power
supply is then disconnected, the power supply may be
stopped and the camera may restart depending on the PoE
hub or router used.

Operating Instructions contain misdescription. Refer to the following table and confirm the descriptions that are corrected.
W 11.4.1 Configure the settings relating to image quality ("Image adjust" setup menu) - [Day & Night(IR)] - Note

Added

- When images are made darker by pressing the [-] (darker) [Brightness] button on the "Live" page, images may not automatically

switch to black and white mode.
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