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Corrigenda

This document is to correct descriptions in Important Information.

Main functions (page 7)

Wrong

Correct

Equipped as an option with extension unit
WV-SUD6FRL1 (IR LED unit) (optional)

The infrared lighting system automatically adjusts the illumination
angle of the IR LED according to the zoom ratio of the lens, which
allows you to shoot up to 150 m {492ft 1-1/2 inches} away at
night.

Equipped as an option with extension unit
WV-SUD6FRL1 (IR LED unit) (optional)

The infrared lighting system automatically adjusts the illumination
angle of the IR LED according to the zoom ratio of the lens, which
allows you to shoot up to 150 m {Approx.500 ft} away at

night.

Precautions (page 11)

Wrong

Correct

Securely fixate this product when installing it in a
place where there is vibration.

Failure to observe this may cause a drop resulting in injury or
accidents.

Do not install this product in locations subject to

continuous or large vibration.
Failure to observe this may cause a drop resulting in injury or
accidents.

Precautions for installation (page 15)

Wrong

Correct

Installation area for this product
Select an appropriate place for the installation
area (such as a strong ceiling or floor) in your
particular environment.

» Make sure that the installation area is
strong enough to hold this product, such
as a concrete ceiling or floor.

* Install the camera in the foundation area of
the architecture or where sufficient strength
is assured.

» Do not mount the product on a plaster
board or a wooden section because they
are too weak. If the product is unavoidably
mounted on such a section, the section
shall be sufficiently reinforced.

Installation area for this product

Select an appropriate place for the installation

area (such as a strong ceiling or floor) in your

particular environment.

* Make sure that the installation area is
strong enough to hold this product, such
as a concrete ceiling or floor.

+ Install the camera in the foundation area of
the architecture or where sufficient strength
is assured.

* Do not mount the product on a plaster
board or a wooden section because they
are too weak. If the product is unavoidably
mounted on such a section, the section
shall be sufficiently reinforced.

 The stabilizer may not be sufficiently effective
depending on a place where the product is installed.

Specifications
 Basic (page 22- 23)

Wrong Correct
Mass: Approx. 8 kg {17.6 Ibs} Mass: Approx. 8.5 kg {18.7 Ibs}
Others: Heavy salt damage resistance specifications Others: Heavy salt damage resistance specifications
(1ISO14993 compliant) (1ISO14993 compliant)
Tamper-resistant side cover Vibration resistance specifications (IEC60068-2-6
compliant)
Tamper-resistant side cover*
» Camera (page 24)
Wrong Correct
IRLED Off/ Auto (High/ Mid/ Low) Irradiation distance: 150 m | IR LED Off/ Auto (High/ Mid/ Low) Irradiation distance: 150 m
Light ™ | {492 ft} (Lens TELE) Light ™ | {Approx.500 ft} (Lens TELE)
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