WJ-NX200K, WJ-NX200K/G New functions (Software V2.50)

The recorder will be able to provide the following new functions by updating the software.

Details on the new functions and revisions

Reference pages

Restrictions has been added to section “Restrictions when using this product”.

Page 6
When using viewer software
eThe playback speed may become slow when playing back high resolution high frame rate
images.
Description has been added to [Recorded time range] Page 64
Note:
*Although the range of date and time are displayed for the recovery target HDD even during
mirroring recovery, the content will not be the same as the recovery source HDD until the
recovery is completed.
Terminal output test function has been added. Page 70
* The synchronizations will be proceeded after closing setup menu.
e e e
Clear the maximum temperature record information.
LTI Time adjustment output v
ouou dvaion—[B -] -
[Terminal output test]
Outputs a signal from ALARM/CONTROL connector on the rear panel of the recorder.
Terminal: Selects the terminal at which to output the signal.
Test output duration: Select the duration over which the signal is output as 2 seconds, 5
seconds, or 10 seconds.
The signal will be output from the selected terminal when executed from the confirmation
screen that is displayed by clicking [Execute] button.
Smart coding function has been also added to “Quick setup (Easy Start)”. Page 76
Setting item (including those of the Available range Default
"Advanced setup" menu)
Recording setup (The same Smart coding Off, On (Advanced) Off
setting for all cameras) (GOP control)
New setting items are added to the lists of the setting items as new functions have been added. Page 88

Maintenance>System management

Setting item Available range Default Remarks
Function for | Terminal output Time adjustment output, Time ©
maintenance | test (Terminal) Network error output, adjustment

Camera error output, HDD output

error output/Recording error
output, Recorder error output,
Face matching output, Alarm

output
Terminal output 2s,5s,10s 2s ©
test (Output
duration)




Details on the new functions and revisions

Reference pages

Description has been changed in section “Sequence button” in “Wide view operation panel”

Note:

e\When using the sub-monitor, it is not possible to display camera images in the 9-screen live
sequence and the 16-screen live sequence in the case of a camera set to a resolution higher
than 0.4M (640%x640) and the compression method to JPEG (even when the 4-stream mode of
the fisheye camera is H.264/H.265).

Page 102

Description has been changed in section “Download recorded images currently being played”, Important.

Important:
ePlease register the address of this product to the trusted sites of Internet Explorer in advance.

Page 177

Description has been added in section “Download recorded images currently being played”, step 6.

Note:

e\When the size of the file being downloaded exceeds 2GB, the file will be divided automatically,
and the downloading is continued as a different file from the point at which the file division
occurred.

Page 178

Smart coding function and audio function have been added to [Easy Start].

Recording setup (All cameras)
13 5 10 15 30
Frame rate Low} High 10 ips
Na FQ SF XF

Image quality Lowb—f——+———Hish  ra

Smart coding (GOP control) Off v

Audio oft |
+ The items marked with **" are changed in the advanced setup.
+ To copy images in the MP4 format, the data need to be recorded in AAC-LC.

Referenced recording days day
- This id only when the setting is saved while camera is connected.
- This ides the HDD consumption for the event/emergency recording.
+ This value is not displayed when unsupported or non-Panasonic camera is connected.

[Smart coding (GOP control)]
Select when you use the smart coding (GOP control) function of the camera.
On(Advanced) : Uses the smart coding.
Off : Does not use the smart coding.
Default : Off
Refer to "readme.txt" for model numbers and version information of cameras that have the smart
coding (GOP control) function.

Installation Guide
Page 31

WJ-NXF02, WJ-NXFO02W New functions (Software V2.50)

Details on the new functions and revisions

Reference pages

Description has been changed in section “Face matching and statistical processing”.

eDepending on the type of the camera and its software version, it is not possible to use this
product if the connection method for “Security between this product and PC” is set as HTTPS.
Please set this to HTTP&HTTPS. Refer to the "readme.xt" on the CD-ROM provided with
recorder about the supported cameras.

Page 5




WJ-NX200K, WJ-NX200K/G New functions (Software V2.40)

The recorder will be able to provide the following new functions by updating the software.

Details on the new functions and revisions

Reference pages

Password function has been enforced.

The password must be between 8-32 characters including the half width alphanumeric and the
symbol.

Also, for the password, use three or more types of characters from upper- and lowercase
alphabetic characters, numbers, and symbols.

Set a password which does not include the user name.

Page 59

Password function has been enforced.

The password must be between 8-32 characters including the half width alphanumeric and the
symbol.

Also, for the password, use three or more types of characters from upper- and lowercase
alphabetic characters, numbers, and symbols.

Set a password which does not include the administrator name.

Page 61

Password function has been enforced.

The password must be between 8-32 characters including the half width alphanumeric and the
symbol.

Also, for the password, use three or more types of characters from upper- and lowercase
alphabetic characters, numbers, and symbols.

Page 64




Details on the new functions and revisions

Reference pages

Emergency recording function has been added.

REC & event > Advanced setup

Recording setup Event setup Advanced setup

Recording mode On v

- Select "Off" for "Recording mode" to stop all the recordings forcibly.
iam asam auraion —— T8 vl

[Emergency recording setup]
Configure the settings related to emergency recording

REC & event > Advanced setup > Emergency recording setup

Recording setup Event setup Advanced setup

[Emergency recording setup

[Recording time 30s v
Emergency audio recording off v

- This setting is to record audio only for emergency recording with a camera that "Audio” of "Recording Setup" under "REC & event" is being set to "Off".
« Other manufacturers' cameras are not supported.

[Emergency audio recording]
If audio recording is not set for the camera, select whether to record audio only during
emergency recording.
Off : Does not record audio even during emergency recording.
On : Records audio only during emergency recording. (G.726 format)
On (AAC-LC) : Records audio only during emergency recording. (AAC-LC format)
Note:
-For cameras without audio recording, audio will not be recorded even when it is setto a
value other than “Off”.
-Depending on the timing when emergency recording is started, audio may be recorded at
the end of the previous recording data just before the emergency recording.

Page 43




Details on the new functions and revisions

Reference pages

A function to keep the aspect ratio for the full screen display has been added.

Main monitor Sub monitor Advanced setup

[Select multiscreen buttons displaying on wide view operation panel
= Ve Ta Ve Ja a8

IS M@ M@ /8 M6 '@ @ 068 (@ @
D6 D@ D@ U6 U@ U6 68 UE

[JAuto-hide the status display panel and the operation panel in wide view
[[stretch images to fit the areas in control screen display
[TFix the HDMI output to the following video mode
a O 1080p
[[Activate the time-saving playback
[CJkeep the aspect ratio for the full screen display (Except during live sequence)

Keep the aspect ratio for the full screen display (Except during live sequence)
For “multiscreen select” of each wide view except for live sequence, select whether to change
the aspect ratio of the displayed area if the aspect ratio of the image is different from the
displayed area.
Checked : Keeps aspect ratio (Does not change the ratio automatically)
Not checked : Does not keep aspect ratio (Changes the ratio automatically)
Default : Not checked

Page 47




Details on the new functions and revisions

Reference pages

Dynamic DNS/ DDNS function has been added.

Network > Basic

Basic e-Mail Panasonic alarm protocol NTP/SNMP

[Network Setup

R 1 02.168.000.250 1000.000.000.000 =
T S 2 55.255.255.000 1000.000.000.000 4
ST R o-. -2 000 001 3
Linespoes [ v]Auto ~l
- When line speed has been changed, the system will restart automatically after saving setup data.

prs o)

T S 000.000000.000 |

SR N 000.000.000.000 =
T focaldormain

postome [0 al

Il

B DDNS Setup

Select the DDNS service to determine whether or not to use DDNS.
Off: Does not use the DDNS function.
Viewnetcam.com: Uses the "Viewnetcam.com" service.

Dynamic DNS update: Uses Dynamic DNS Update (RFC2136 compliant).

Default: Off

Important:

e If using a third party DDNS service, it is necessary to set the port forwarding for the router

before use.

e About Dynamic DNS Update (RFC2136 compliant) Operation not using "Viewnetcam.com"
service but using a third party DDNS service is not guaranteed. We are not responsible for any
troubles or accidents on the circumstances where the camera is used arising out of such
services. If using a third party DDNS service (not using the "Viewnetcam.com"), refer to the

DDNS service provider for its configuration.

Page 51




Details on the new functions and revisions

Reference pages

View HDD remaining capacity function has been added

Maintenance > HDD information

System information HDD information System management

HDD information - Single mode -
L leopleramll mame Il merm ]
IEEEEM3000 6B 2h Normal 1
e BEEPM3000 6B 2h Normal 2

ovenurte cycie —— LPR

DD remaining capacity
DD Maintenance

[HDD remaining capacity]
Displays remaining capacity of HDD. Also, the timing to notice when the capacity becomes
low can be set. Click [View] button to display HDD remaining capacity.

Maintenance > HDD information > HDD remaining capacity

System information HDD information System management

AR 3000 GB 2776 GB
[sVA3000 GB 2776 GB
* The remaining capacity will be displayed as "0 GB" during overwriting recording.
* When the recording group is already set, the HDD remaining capacity will not be displayed.

DD remaining capacity notice off vl
* When the recording group is already set, the HDD remaining capacity notice will not be made.

Example above shows the screen for single mode.

[Capacity]
Displays the capacity of HDD.
[Remaining capacity]
Displays remaining capacity of HDD.
Note
*Remaining capacity displayed does not include capacity used to manage data. Therefore,
the displayed HDD capacity is less than the actual amount.
*Remaining capacity will displayed as 0GB if the whole space of the HDD is used up by
recording data.
[HDD Remaining capacity noticel
Set the notification timing for when the remaining capacity of HDD becomes low compared to
the total capacity. There are E-mail notification and original notification.
Off : Does not perform HDD remaining capacity notice.
1%~10% : Notifies when remaining capacity becomes below the set value.

Page 64




Details on the new functions and revisions

Reference pages

A function to measure the network transmission/reception speed has been added. Page 70
Maintenance > System management > Other
System information HDD information System management
« The synchronizations will be proceeded after closing setup menu.
* The synchronizations will be proceeded after closing setup menu.
After selecting the HDD operation mode, click the [Execute] button.
oseraton moce ot oD AT v
* After the execution, turn off the power and then install a HDD.
« After the execution, launch the board replacement mode only once.
+ The measurement will be proceeded after closing setup menu.
[Measure the network transmission/reception speed]

Used to measure the amount of network fraffic transmitted from the recorder. Click the
[Execute] button and execute from the confirmation window displayed. After configuration is
completed, measuring starts.

The result of measurement will be displayed after measurement finishes.

Information

Measurement of the network transmission/reception speed is completed.
Transmission:0Mbps
Reception:0Mbps
(0c1/02/2018 06:03:30 PM)

Note

- Measurement is made from about 8 seconds after setting is done and will continue

measuring for 10 seconds.

- Status display area of operation screen will display ” Measuring” while measuring.

+The result of measurement is the sum of all network ports.

*The result of measurement is only for reference. It may differ depending on the network

environment.
New setting items are added to the lists of the setting items as new functions have been added. Page 82

REC & event>Advanced setup
Setting item Available range Default Remarks
Emergency | Recording | 30s, 1 min, 3 min, 5 min, 10 30s ©
recording time min, 15 min, 30 min, Manual, Ext.

Emergency | Off. On. On(AAC-LC) Off ©
audio
recording
New setting items are added to the lists of the setting items as new functions have been added. Page 84

Monitor>Main monitor>Other setup

Setting item Available range Default Remarks
Activate time-saving playback | Checked/Not checked Not checked ©

Keep the aspect ratio for the Checked/Not checked Not checked ©

full screen display (Except

during live sequence)




Details on the new functions and revisions

Reference pages

New setting items are added to the lists of the setting items as new functions have been added.

, Page 84
Network>Basic
Setting item Available range Default Remarks
DDNS DDNS Off, Viewnetcam.com, Off ©
Setup DDNS update
Host name (Text will be entered.) NWDR ©
(DDNS update)
Access interval 10 min, 20 min, 30 min, 1h ©
(DDNS 40min, 50 min, 1 h, 6 h,
Update) 24 h
New setting items are added to the lists of the setting items as new functions have been added. Page 87
Maintenance>HDD Information
Setting item Available range Default Remarks
Remaining capacity (Indication only) (Indication only) | ©
HDD remaining capacity Off, 1%. 2%. 3%. 4%. 5%. | Off ©
notice 6%. 7%. 8%. 9%. 10%
New setting items are added to the lists of the setting items as new functions have been added. Page 88
Maintenance>System management
Setting item Available range Default Remarks
Function for Measure the (None). (None) ©
maintenance | network
transmission/re
ception speed
Error Logs Added Page 91
Description Display of the | Error log Front LCD Display Output from
status display connector
panel
HDD - HDD remaining | - -
remaining capacity : 1% ~
capacity HDD remaining
notice capacity : 10%
Warning mail Added Page 190

Indication

Description

HDD remaining capacity notice : HDD CAPACITY REMAINS **%

** indicates the percentage of remaining capacity




WJ-NXF02. WJ-NXF02W New functions (Software V2.40)

The recorder will be able to provide the following new functions by updating the software.

Details on the new functions and revisions

Reference pages

High quality mode is available.

Extra function > Business intelligence

Security Business intelligence

Face matching Statistics
Faco matchingolam [T T vt vl
T Non-shared | w|Non-shared

Common

A Save

o cuaity moe or i

RERURUEY

Fix area

Face matching / Age and gender judgment
People counting

Data management Data management >/

Notices

* The recording settings will automatically be changed to the setting value that is suited for business intelligence.
Compression: H.264 or H.265
Image capture size: SXVGA(1280x960)
Frame rate: 5 ips
Image quality: SF
Depending on the setting value before change, the total recording days may drastically change.
- Select "Share" for "Usage patter" to change minimal setting items of the camera.
- Please check if the face detection function of the camera is available.

License registration of Cam.1 - Registration
License registration of Cam.2 - Registration

Configure the mode settings for “Face matching” and “Accumulate statistics data”
[Common]
[High quality mode]
Set the bit rate to 4096kbps regardless of the camera model or the compression format being
used.
Off : Operates in normal mode. Settings will be selected automatically. (see page 6)
On : Operates in high quality mode.

Page 11




WJ-NX200K, WJ-NX200K/G New functions (Software V2.30)

The recorder will be able to provide the following new functions by updating the software.

Details on the new functions and revisions

Reference
pages

Restrictions are added.

When using the web browser

*The live audio may be interruptedly output regularly if the camera image display is set to high
resolution of JPEG and the audio encoding format is set to AAC.

*The update of live images and playback images may be delayed if the camera is set to H.265 with
high resolution.

When registering the network cameras, WV-S8530N and WV-X8570N
«Set the following values for each camera number of the same camera.
*Camera authentication
*Compression and capture size of camera images
*Recording settings (audio encoding format) *for WV-X8570N only.
*SD backup setup
*Security between this product and cameras (connection, data encryption setting)

*MJPEG cannot be selected for compression of images.

*The SD backup of WV-X8570N is available only when its compression of images is H.265(1) and
image capture size is WQHD(2560x1440).

*Auto-IP address assignment is only available for S8530-1 or X8570-1. (= Page 13)

*The settings may not be reflected if you set and send values for multiple camera numbers of the
same camera. If an error occurs, select a camera number that the error occurs and send the
setting again. (= Page 17)

*The VMD alarm of the camera can not be set on the recorder. Set the VMD alarm of the camera on
the VMD area tab of the setting menu on the camera side. (= page 33)

When backing up the SD memory card

*The product may not record images as set in the product if SD memory cards rather than those
supporting the speed class 10 are used. Refer to the operating instructions of the camera for
further information.

«If bandwidth control of the camera is changed to a value other than the initial value, the SD backup
may not function. Refer to the operating instructions of the camera for further information.

Page 6

The following image capture sizes are added.

Set up recording for individual cameras [Advanced recording setup]
[Image capture size]

"7TM(3072x2304)" is added to the aspect ratio of 4:3.

"5M(3072x1728)" is added to the aspect ratio of 16:9.

"4M(1440x2560)" and "5M(1728x3072)" are added to the aspect ratio of 9:16.

Page 38

Description is added.

Acquire the image saved on the SD memory card

Important:

After setting the SD memory backup function to "On", manually acquire the SD backup data from
the camera. (&= Page 70) Beginning the next day, data acquisition will be automatically
performed a quarter past every hour.

Page 44
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Details on the new functions and revisions

Reference

pages

Wide view layout is added.

Main monitor

[select multiscreen buttons displaying on wide view operation panel

E Ve 6B Ve Ve a8
@606 6@ 6 (& U@
D (@ @ @ @ 0@ 08 &

other setup
[_]Auto-hide the status display panel and the operation panel in wide view.
[stretch images to fit the areas in control screen display
[JFix the HOMI output to the following video mods
a O 10800
[CActivate the time-saving playback

Page 47

User registration

o]
ol
]
-l

- Between 8 to 32 characters.

Default screen 4screen-(1)

[Camera partitioning Common settting lv| [sstup

Registratior

[Camera pertitioning [ | sewn

Edit Delete

[Camera partitioning]
Select which control range each camera should follow.
Common setting: The camera follows "User level settings" of "User management>Basic".
Individual setting: The camera follows camera partitioning settings set for each user.
Click the [Setup >] button to set the camera partitioning individually.
Set the camera partitioning individually.
Set availability of image display and camera operation in each camera for the assigned user.

Camera partitioning -

(LN View/Operate
| View/Operate

View/Operate
View/Operate
| View/Operate
|View/Operate
|View/Operate
View/Operate
|View/Operate
| View/Operate
| View/Operate

<[<[<
E
2
s}
S
|3
s
3
ARERERERENE]

ARERERERANE]

<|<|<
HE
HH
(] {o)
|8
1 H
FE
HH
4|44

View/Operate
View/Operate
View/Operate

44

Cancel

View/Operate: Enables display of live/recorded images and camera operation.
View: Enables display of live/recorded images, but disables camera operation.
Off: Disables display of live/recorded images and camera operation.

Note:
*Camera operation is not available when "Camera control" is limited in "User level settings" of
the [Basic] tab for the operation level of the assigned user, even if "View/Operate" is set.

Page 59
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Details on the new functions and revisions

Reference

pages

Functions to format and remove HDDs without stopping recording are added.

Maintenance > HDD information

System information HDD information System management

HDD information - Single mode -

ICEEIM000GB 2 h
MAIN
[ECPM3000GB  2h

Normal 1
Normal 2
Overwrite oycle  ELERE
DD Maintenance

[HDD Maintenance]
Set a password for the HDD viewer, format and remove HDDs. Click the [Setup >] button for
HDD maintenance.

Maintenance > HDD information > HDD Maintenance

System information HDD information System management

HDD information - Single mode -

HDD1  Elefee:] 2h
MAIN
z[2oFA 3000 GB 2h

Normal 1
Normal 2
ISet password for HDD viewer oft vl
Password (8 to 32 characters) jn
[Retype password o]
ISave HDD viewer (to USB medium)
[Format HDD Iv|
- This function is executable only by an administrator.
* When this function is started, copying and downloading in process will stop.
[Remove HDD MAIN HDD2 vl
* This function is executable only by an administrator.
* When this function is started, copying and downloading in process will stop.

[Format HDD]
Select a HDD to format and click the [Start] button to format the HDD.

Important:
*When a hard disk drive is formatted, all the recorded images will be erased.
*HDDs with "Playback only" or "Added" status only can be selected.
+After starting to format the HDD, copying and downloading in process will stop

[Remove HDD]
Select a HDD to remove and click the [Start] button to display the password confirmation window
for the HDD viewer. When the entered value and the setting match, the HDD is removed.

Important:
*HDDs in recording cannot be selected. If the operation mode of HDDs is the mirroring mode,
one of the two HDDs in recording may be removed.
After starting to remove the HDD, copying and downloading in process will stop.

Page 64
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Details on the new functions and revisions

Reference

pages

The recording group function is added.

HDD management > General
General

D information - Single mode -
T e S (TR

100068 6 h Normal 1

MAIN BCCEZM 100068 3h Normal 2
Format HDD Execute >
[Remove HDD Execute >
Add HDD Execute >
Change the operation mode of HDD Execute >

In the mirroring mode, the [Recording group setup] will not be displayed.

Set the recording group [Recording group setup]

You can set two groups of recording period (unlimited, 1 to 184 days) and assign each camera to
either one. Also, you can set a HDD used for recording of each group.

Step 1

Click the [Execute >] button on the [Recording group setup]
— The recording group setup window will be displayed.

HDD management > General > Recording group setup
General

o [CETEaaacE [
Grouping

1131 Group1 vl

s 1131 Group1 vl

| oot vl

| Gowt vl

| oowt vl

| Gowt vl

2| oot vl

Gowt vl

| T —

|16 | Group1 v

Estimated required capacity Groupl: - Group2:
Assign recording group to HDD

Set the recording period of each group.

[Group1]

Set the recording period of Group1.
Unlimited/ 1 day/ .../ 10 days/ 14 days/ 30 days/ 45 days/ 60 days/ 90 days/
120 days/ 150 days/ 180 days/ 184 days

Default: Unlimited

Page 72

Between Page
74 and Page 75

14




Details on the new functions and revisions

Reference

pages

[Group2]

Set the recording period of Group2.
Unlimited/ 1 day/ .../ 10 days/ 14 days/ 30 days/ 45 days/ 60 days/ 90 days/
120 days/ 150 days/ 180 days/ 184 days

Default: Unlimited

Note:
« If "Unlimited" is selected, recording will continue as long as possible for the set HDD.
« If the number of days is set, playback will only show the set period.

Step 3
Set the recording group of each camera.
[Recording group]
Group1, Group2
Default: Group1

Note:

« If either "Group1" or "Group2" are set other than "Unlimited" for the recording group, the recording
group is displayed on each screen of the HDD management and of the HDD information of the
Maintenance page.

Step 4
Click the [Recalculate] button to calculate estimated required capacity of each group and display it.

Note:
* When "Unlimited" is set, the estimated capacity will be displayed as " - ".

Step 5

Click the [Execute >] button on the "Assign recording group to HDD".
— The [Assign recording group to HDD] screen will be displayed.

Assign recording group to HDD

Assign recording group to HDD Current capacity/Required capacity [cIEAE2.0 TB / - Group2: (i1

- Single mode -

(V1 Recording group

wan | HOD! | 1.07TB | Groupt
GOV 1.07B | Groupi

Cancel

Step 6
Set the recording group of each HDD in a way that the HDD capacity displayed at the top of the
screen exceeds the estimated required capacity.

Step 7

Click the [OK] button to close and click the [Back] button on the recording group setup screen to
complete the settings.

Important:
« If "Assign recording group to HDD" is changed, the HDD data will be deleted.

15




Details on the new functions and revisions

Reference

pages
Description is changed. Page 73
Remove the HDD [Remove HDD]
Step 2
*Check HDDs to remove and click the [Start] button to display the confirmation window of the
password for the HDD viewer. When the entered value and the setting match, the HDD is
removed.
New setting items are added to the lists of the setting items as new functions have been added. Page 80
REC & event>Recording setup>Advanced recording setup
Setting item Available range Default Remarks
Image capture When the aspectratio is 4:3 | VGA(640x480) ©
size ~ /TM(3072x2304)~
When the aspect ratio is 16:9
~/5M(3072x1728)~
When the aspect ratio is 9:16
~ /4M(1440x2560),”
5M(1728x3072)
New setting items are added to the lists of the setting items as new functions have been added. Page 83
Monitor>Main monitor>Other setup
Setting item Available range Default Remarks
4-screen Checked/Not checked Not checked ©
(T letter, 4:3)
4-screen Checked/Not checked Not checked ©
(T letter, 16:9)
New setting items are added to the lists of the setting items as new functions have been added. Page 86
User management>User registration>Register new user
Setting items Available range Default Remarks
Camera partitioning Common setting, Common setting ©
Individual setting
Camera partitioning View/Operate, View, | View/Operate ©
(Individual setting) Off
New setting items are added to the lists of the setting items as new functions have been added. Page 87
Maintenance>HDD information
Setting items Available range Default Remarks
Recording group (Indication only) (Indication only) ©
Layout of the lists of the setting items is changed and items are added due to added new functions. Page 87

Maintenance>HDD information

Setting items Available range Default Remarks
HDD Set password for HDD | Off, On Off ©
Maintenance | viewer
Password (Text will be (Blank) ©
entered.)
Retype password (Text will be (Blank) ©
entered.)
Save HDD viewer (None) (None)
(to USB medium)
Download HDD viewer | (None) (None) *
Format HDD (HDD number) (HDD number) | ©
Remove HDD (HDD number) (HDD number) | ©

16




Details on the new functions and revisions

Reference

pages
2 statuses are added to the status display monitor. Page 96
@ Status display area
Status Description Example Priority
Formatting HDD HDD is being 3
automatically
formatted.
Checking HDD Identifying the HDD. 3
An alarm pop-up inhibit function is added. Page 166

W= Alarm - Internet [P

Alarm has occurred.
Terminal:1

W Do not display this message again

When you check "Do not display this message again", the alarm message will not be displayed
until the web browser is restarted even if an event occurs.

17




WJ-NX200K, WJ-NX200K/G New functions (Software V2.20)

The recorder will be able to provide the following new functions by updating the software.

Details on the new functions and revisions Reference pages

User authentication is added when accessing the camera. Page 15

Model Authentication
Digest

Digest

Compression User name Password

00080
00080
00080
00080
00080

i 4

Digest
Digest
Digest

00080
00080
00080
00080
00080 -
00080 =
00080
00080
00080 -
00080 -
00080 -

Digest
Digest

NP A Ay Ay Ay

Digest
Digest

Digest
Digest
Digest

Digest
Digest

djajafjqajajajajajajafajajaj4aja]4]a
q4j4 |44 4jq|q]q|q]q]qa|q4]q]|q]q]4]|q
Al el falaladalafa]a]alalalal4]e
EIEIENEIEIEIEIEIEIENEJENEIENEIE IE

EIEIEJEIEIEIEICIEIENEIENIEIENIEIE

EIEIENEIENEIEREIENENE JENE JEJE |E

Digest
Digest

[Authentication]
Set authentication used for the user authentication when accessing the camera.
Digest: Uses digest authentication.
Digest or Basic: Uses either digest or basic authentication.
Basic: Uses basic authentication.
Default: Digest

"Reset" and "Value" are added to "Adaptive black stretch" of the camera's adaptive black | Page 27
stretch function.
[Adaptive black stretch]
Reset: returns the adaptive black stretch setting to the default.
Value: Adjusts brightness of a dark area in an image.

Port numbers which cannot be set are added. Page 43, Page 52
Page 53, Page 75
Note:

20, 21, 23, 25, 42, 53, 67, 68, 69, 79, 80, 105, 110, 123, 161, 162, 443, 546, 547, 995,
10001, 10002, 10003, 10004, 10005, 10006, 10007, 50000~50255
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Details on the new functions and revisions Reference pages

A static route is settable for configuration of the network. Page 52

[l bl

L«

[Static route]
Click the [Setup >] button to set a static route.

Off

000.000.000.000
000.000.000.000
000.000.000.000
Ot

000.000.000.000
000.000.000.000
000.000.000.000
=

000.000.000.000
000.000.000.000
000.000.000,000
o

C00.000.000.000
000.000.000.000
000.000.000.000

NP RS PPy A4 RS R By R RS RS e P 1S RS 7

[Static route]
Set a static route. Configure this setting after fully understanding the network
environment of the recorder.
On: Enables the static route.
Off: Disables the static route.
[Address]
Set the destination address. To change the IP address, click the [A]/[ V] button.
[Subnet mask]
Set the destination subnet mask. Enter in the same way as the address.
[Gateway]
Set the destination gateway. Enter in the same way as the address.
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Details on the new functions and revisions

Reference pages

Online user information is added.

System information HDD information

sterm information
vi'evim
-
etk I
Matwork port [CameralPC port]
192.168.0.250
| Auto (1000M-Full)

Note:
e The number of login users indicates those who have logged into the recorder via

network.
e The number of FTP users indicates those who have logged into the recorder via
FTP.

Page 63

Description of the [Registration] button on the "Set password for HDD viewer" screen is
added.
[Registration] button
Register the password that you have set.

Page 65

The location of the [Reset all settings] button is changed.

HDD information System management

[Error output duration
JAuto data delete
Camara time auto synchronization

ration log >

Matwork log

eset all sattings: Executs

Page 66
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Reference pages

New setting items are added to the lists of the setting items as new functions have been | Page 77
added.
Camera > Camera registration > Registered information
Setting item Available range Default Remarks
Authentication Digest, Digest or | Digest ©
Basic, Basic
The setting ranges in the lists of the setting items are added as new functions have been | Page 78
added.
Camera > Camera setup > Adaptive black stretch > Adaptive black stretch
Off, On, Reset, 0, 16, 32, 48, 64, 80, 96, 128, 144, 160, 176, 192, 208, 224, 240, 255
New setting items are added to the lists of the setting items as new functions have been | Page 85
added.
Network > Basic > Other setup
Setting item Available range Default Remarks
Static route Off, On Off ©
Address (IP address) 0.0.0.0 ©
Subnet mask (IP address) 0.0.0.0 ©
Gateway (IP address) 0.0.0.0 ©
New setting items are added to the lists of the setting items as new functions have been | Page 87
added.
Maintenance > System information
Setting item Available range | Default Remarks
Online user | Number of login user | (Indication only) | (Indication | ©
information only)
Number of FTP users | (Indication only) | (Indication | ©
only)
The comment "*3" is added to "Concurrent user license" in the lists of the setting items. | Page 89

Menu/Tab Setting item (including those of the
"Advanced setup" menu)

Concurrent user Concurrent Client Identifier/

license user license” | Date&Time/Status

*3 When registering the concurrent user license kit (option) license.

Details on the new functions and revisions

Reference pages

The face frame is movable by drag & drop so that a face can be fit into the frame on the
face registration window.

Important:

e The facial feature may not be in the frame due to the motion speed of the object.
Register an image in which the face (eyes and nose) is in the frame, or move the
frame by drag & drop so that the face is in the center of the frame to register.

Page 13 in Operating
Instructions of
WJ-NXFO02.

av0318-3029 PGQQ1325WA
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