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® This document describes the recorder registration procedure of the V-
series camera (WV-V2530LK, WV-V1330LK, WV-V2530L1, WV-V1330L1)

® This document explains the procedure because it is necessary to select a
alternative model number tentatively until the recorder supports the V-
series part number. After the correspondence of the recorder is started

officially, the procedure will be changed.

® The procedure of WJ-NV200 is the same as WJ-NV300.
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Registration Procedure

Power ON the

camera 1. Configure IP

(Connect LAN cable address by
to both camera and EasylPSetup. '
‘ WJ-NV300 (WJ-NV200) 1

2. Detect
cameras 3. Remove the 4. New 5. Setting by

(Will be detected check mark on registration and alternative

6. Change of

recording setup 7. Camera
(Resolution change, adjustment
Audio setup)

Both ONVIF and i- ONVIF. edit of user model number
PRO (unknown))
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Registration Procedure of WJ-NV300 (WJ-NV200)
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1. Configure IP Address

1. Execute “EasylPSetup”.

[l Panasonic IP Setting Software X Network SE“]“gs
e
No. MaC Address IPv4 Address Port No.  Camera Name Model 1Pv4 overlap Network Settlngs O O DHCP
1 ED-50-68-08-12-7B 192 168.0.10 WV-VII30LE VIIINLL -
2 CEFSCH1DCIS  192.1680.10 80 WAVESIOK  V2S30LK 1 O AutofAutolP) o_
2. Choose applicable camera Port No. i
1Pv4 Address 192 . 168 . 0 . 10
4. Configure IP address, Sub
Subnet Mask 255 . 255 . 255. O
———— Netmask and Default Gateway
V Search ! [—i—bb—éw*-bjfﬁﬂgs ] | Access Camera
Default Gateway 192 .168 . 0 . 1
TPva/IPv6
|1p.;4 v/ DNS O Auto o Manvial
Prirnary DNS 192 . 168 . 0 . 10
H " ”
3. Click “Network setup S — m iER @

[¥]Wait for camera restarting,

[ Save ] [ Back ]

6. Repeat step 2-5 to
5. Click “Save” configure IP address for
remaining cameras.
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2. Detect Cameras

Network Disk Recorder Camera > Camera registration

WJ-NV300

oG Camera registration Camera setup

Quick setup - X
Detect cameras Setup _ Click the “Setup >” button of
anagement of camera user wetup ’ .| ”Detect cameras”
Basic setup o0 e e o on - * Camera detection is automatically started
v :

Date/Language

Easy Start

Address Compression

Camera
REC & event

Advanced setup
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2. Detect Cameras

Network Disk Recorder Camera > Camera registration > Detect cameras

Detect cameras
1. Select the pert to search camera, then click the button corresponding te the search mode.
Port selection @ Camera/PC port @ PC port
Search all the connected cameras New
D Selec1 Model Results IP address M 4uto addressing
N T 102 165.0.10
~ [U] li-Prolunknown)New 192.168.0.11
S 2 TV " 1 o2. 1 65.0. 10 Both ONVIF and i-PRO (unknown)
oNvIF New  [EOXETYRE
- are detected

Na.

1
2
3
4
5
6
7
B8

L w0 | [ |
Prev page Mext page

2. Register the selected cameras by clicking the [OK] button.
- Check for "Auto addressing” of the cameras to which the |IP addresses are automatically given.
Assigns the |P addresses to the cameras automatically when the search result are "Mew", "Replaced” or "Added".

Start IP address 192.168.0. [INEEE Ascending order ¥

Cancel
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3. Remove the check mark on ONVIF

MNetwark Disk Recorder Camera > Camera registration > Detect cameras
WJ-NV: Detect cameras
1. Select the port to search camera, then ¢lick the button corresponding to the search mode,

Port selection @ Camera/PC port @ PC port
Search all the connacted cameras MNew

D Select  Model Results IP address .Jwtc- addressing
| PROWskoown)New 182168040 [ 0[] |

Ll lieRofunoowniNew  fiszaesomn | [ ] |

Mo

1
2
3
4
5
6
7
8
8

Prev page Next page
2. Registaer the selected camaras by clicking the [DK] button.
+ Check for "Auto addressing” of the cameras to which the |IP addresses are automatically given.
Assigns the |P addresses to the cameras automatically when the search result are "New”, "Replaced” or "Added".

Start IP address 192.168.0. INEEGES

QK |k: Cancel
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4. New Registration and Edit of user

Metwork Disk Recorder Camera > Camera registration
WJ-NV300

e Camera registration Camera setup

Quick setup
Datect cameras

anagement of camera user p . Click the "Setup >"” button of
“Management of camera user”

Easy Start

egistered information
hange the display position of camera

Basic setup

Date/Language

Camera Model  |Address ompression  [Error information

1 i-PRO(Unknown) 182.168.0.10 H.264 Authentication error
i-PRO(Unknown) 192.168.0.11 H.Z64 Authentication error

Camera
REC & event

Advanced setup

-
w

-
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4. New Registration and Edit of user

era user

Camera setup

of ¢ user

T (©)register camera administiator () Change password

When the [Transmission] button is clicked, the setting will be applied to the selected cameras, and the transmission result will be displayed.

a1 na 2 char. | &i

AN S Keyboard - User name

Camera
. B [e]=
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5. Setting by Alternative Model Number

MNetwork Disk Recorder Camera > Camera registration

WJ-NV300

Home Camara registration Camera s

Quick setup

Aanagement of camera user Satup > C|ICk the ”Setup S button Of

Easy Start

egistered information Se Setup |
3

Basic setup

Setup ! “Registered information”

hange the display position of camera

Camera |Model hddress ompression  |Error information

1 i-PRO(Unknown) 192.168.0.10 H.264
i-PRO(Unknown) 192.168.0.11 H.264 -

Datef/Language

Camera
REC & event

Advanced setup

=)
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5. Setting by Alternative Model Number

Network Disk Recorder Camera > Camera registration > Registered information

WJ-NV20nN

Registered information

Change the registered information, and click the [OK] button.

Camera _ [YFYTYMED Address .
SW559 ¥1192.168.0.10 ifH.264  wladmin | L {00080 ;
92.168.0.11 ifH.264  wladmin L=+ 1400080

v oy

- L4
Choose Alternative Model as follows.
B SW558: WV-V1330LK, WV-V2530L1, WV-1330L1

B SW559: WV-V2530LK

When deleting the registered information, set blank for the address of the camera
to delete, or select the number of the camera to delete and click the [Delete] button.

Table to delete - % Delete
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6. Change of Recording Setup (Resolution change, Audio setup)

2. Click “Recording setup”

Network Disk Recorder REC & event > Recording setup
WJ-NV300

Recording setup Event setup Advanced setup

Home

Quick setup

Days to record [vion [ Tus [ wed | Thu | Fri | et | Sun]
]

Basic setup

* Schedule to record

Date/Language [Time table1]
) Schedule recording 12AM GAM 12PM B6PM 12AM
ComE 1. 12:00 AM ~ 12:00 AM
REC & event
2. ~aaten
Jvanced setup
Y - B -
1. Click “REC & event” + The items marked with "*" are changed in the advanced setup.
- Click the start time and end time on the time line to set the time table.

- Right-click on the time line to ¢lear the time table. Advanced

Frame rate Lowi I I # I-—iigh 10 ips
NG FQ SF XF
Image quality an: [l : :n'igh FQ

- The items marked with "* are changed in the advanced setup.

Referenced recording days 168 days
* This value is valid only when the setting is saved while camera is connected.
- This value excludes the HDD consumption for the event recording.
+ This value is not displayed when unsupported or non-Panasonic camera is connected.

@ 1 3. Click “Advanced”
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6. Change of Recording Setup (Resolution change, Audio setup)

Network Disk Re - REC & event > Re ing setup > Advanced recording setup

WJ-NV300

T Recording setup Event setup Advanced setup

Quick setup

Atvancedliecoinnlzatun 2. Change “Audio” to “On” if SW559 is chosen

Easy Start

e e—
Image capture size w|Rate JDualltv schedule Jhd
Date/Language s vvs59 H.264 [FHD(1920x1080) wli0ips w|FQ Schedule v
| 2 EUEE H.264 FHD{1920x1080) w[i0ips w|FQ Schedule v
LIVIE VGA(6” 180 v[10ips v|Fa n] Schedule1 R
REC & event ' vligips v|Fa v|orr Schedule |
- «“« ips | FQ | Off ¥ | Schedule1 A4
T 6 ]| 1. Change “Image capture ips EIIFO {GH EIJSchedule‘l v
size” to FHD (1920x1080) ips v|Fa w|oft _w|Schedule vl
BEM  « 5XVGA (1280x960) is selected when P ®IFQ  [wloff  w|Schedulet [v]
B ction “Detect cameras” s vlFa 0t [Sgcchedula =z
| 10 | Jips  w|FQ || off | Schedule v
WGA(640x480) w10 ips w|FQ |w|Off | Schedule v
[a] VGA(B40x480)  w[10ips w|FC \w|off w|Schedule v
[T vGA(G40x480)  w[10ips w|FQ \v|oft | Schedule R
| 14 | VGA(E40x480)  v[10ips w|FQ [v|off | Schedule v
K VGA(B40x480)  w[10ips w|FQ [w|off | Schedule v
[ 16 | vGA(640x480)  w|10ips  w|FQ |v|oft _¥|Schedule v

Referenced recording days 83 days

+ This value is valid only when the setting is saved while camera is connected.

- This value excludes the HDD consumption for the event recording.

+ This value is not displayed when unsupported or non-Panasonic camera is connected.

Panasonic susiness




7. Camera Adjustment

Network Disk Recorder
R S _ W.J-NV300
Ty T v St Multiscreen select § i)
\& e T ] 'EH EE| | cAMI1 | cAMZ
- f " . i & Digital zoom

x1 x2 x4 xB

Setup Logout

P & ax & =
i)

sz‘:rtHD
il
T Ry I Camera setup

StoartHD
Home position

LRGN 001

Auto back focus Executei{a a
= 2. Click “Execute” of “Auto
Reset back focus” to adjust focus

Mask area

1. Choose applicable camera
for focus adjustment

Zoom/Focus adjustment Setup

Initial position setup Setup

Back
DiskiMedium

HDD

w

Wide view
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