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 This document describes the recorder registration procedure of the V-
series camera (WV-V2530LK, WV-V1330LK, WV-V2530L1, WV-V1330L1) 
 

 This document explains the procedure because it is necessary to select a 
alternative model number tentatively until the recorder supports the V- 
series part number. After the correspondence of the recorder is started 
officially, the procedure will be changed. 

 
 The procedure of WJ-NV200 is the same as WJ-NV300. 

 

Welcome 



Registration Procedure 

Power ON the 
camera 

(Connect LAN cable 
to both camera and 

the switch) 

1. Configure IP 
address by 

EasyIPSetup. 
Completion 

2. Detect 
cameras 

 (Will be detected 
Both ONVIF and i-
PRO (unknown)) 

3. Remove the 
check mark on 

ONVIF. 

4. New 
registration and 

edit of user 

5. Setting by 
alternative 

model number 

6. Change of 
recording setup 
(Resolution change, 

Audio setup) 

7. Camera 
adjustment 

WJ-NV300 (WJ-NV200) 



Registration Procedure of WJ-NV300 (WJ-NV200) 



1. Configure IP Address 
1. Execute “EasyIPSetup”. 

4. Configure IP address, Sub 
Netmask and Default Gateway 

3. Click “Network setup” 

5. Click “Save” 
6. Repeat step 2–5 to 
configure IP address for 
remaining cameras. 

2. Choose applicable camera 80 

192   .  168    .     0   .   10 

255   .  255    .   255 .     0 

192  .  168    .     0    .     1 

192   .  168    .     0   .   10 

192   .  168    .     0   .   10 



2. Detect Cameras 

Click the “Setup >” button of 
“Detect cameras” 
* Camera detection is automatically started. 



2. Detect Cameras 

Both ONVIF and i-PRO (unknown) 
are detected 



3. Remove the check mark on ONVIF 

Remove “check mark” on ONVIF 



4. New Registration and Edit of user 

Click the “Setup >” button of 
“Management of camera user” 



4. New Registration and Edit of user 

Software keyboard is displayed.  
And register “User ID” and “Password” 



5. Setting by Alternative Model Number 

Click the “Setup >” button of 
“Registered information” 



5. Setting by Alternative Model Number 

Choose Alternative Model as follows. 
 SW558: WV-V1330LK, WV-V2530L1, WV-1330L1 
 SW559: WV-V2530LK 



6. Change of Recording Setup (Resolution change, Audio setup) 

1. Click “REC & event” 

2. Click “Recording setup” 

3. Click “Advanced” 



6. Change of Recording Setup (Resolution change, Audio setup) 

1. Change “Image capture 
size” to FHD (1920x1080) 
* SXVGA (1280x960) is selected when 
conduction “Detect cameras” 

2. Change “Audio” to “On” if SW559 is chosen 



7. Camera Adjustment 

2. Click “Execute” of “Auto 
back focus” to adjust focus 

1. Choose applicable camera 
for focus adjustment 



Thank you 
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